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NOTES:

L. PAVEMENT MARKINGS IN ADVANCE OF & GRADE CROSSING SHaLl CONSIST
F AN X, THE LETTERS RR,A NO PASSING MARKING (2-LANE ROADSI,

AND CERTAIN TRANSVERSE "LINES. PLACE [N EACH APPROACH LANE ON
ALL PAVED aPPROLMES' TO CRADE CROSSING WHERE CRADE CROSSING
SIGNALS OR AUTOMATIC GATES ARE LOCATED, AND AT OTHER GRADE
CROSSINGS WHERE 'NE PREVAILING SPEED OF NIGNWAV TRMFIC s
68 km/h OR GREA
THE MARKINGS SO BE PLACED AT CROSSINGS WHERE THE
ENGINERNG STUDIES NOICATE THERE 15 & SIGNIFICANT POTENTIAL
CONFLICT BETWEEN VEHICLES AND Ti

2.0N MULTI-LANE ROADS THE vasvsRss BANDS SHOLLD EXTEND ACROSS
AL APPROACH LANES AND INDIVIDUAL R X R SYMBOLS SaLL BE
IN EACH APPROACH

3. WHERE THERE [S A STREEV INTERSECTION BETWEEN THE W1Q-1 AND THE
CROSSING. AN ADOITIONAL WI@-1 SHOULD BE USED TO WARN TRAFFIC
APPROACHING THE CROSSING FROM THE INTERSECTION.

O.USE WIB'Z S(SNS WHERE THERE 1S NO W1@-1 SICNS BETWEEN INTERSECTION
&FM DI&NSIM FCR RﬂILRDAO PAVEMENT MARKINGS REFER TO ST

ANDARD
PHABET FOR HIGHWAY SIGNS & PAVEMENT
uwmss, VETRIC CorTIoN.

ALL DIMENSIONS ARE SHOWN [N MILLIMETERS (mmi UNLESS OTHERWISE NOTED.
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